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1 Intfroduction

This manual explains how to perform the full software update for the Pro L and XL. With this
software update some bugs are fixed and the overall print quality and user experience is greatly
improved.

It is important to follow every step.

Keep in mind that the update will take you about 30 to 60 minutes. After that, the printer is still
busy with a test print for at least 60 minutes. The total update takes between 90 to 120 minutes.

2 Tools

The tools you need to perform the software update:

e Laptop/pc with active LAN/WLAN connection.

e Printer with Active LAN/WLAN connection. (If you aren't able to set it up, go to
troubleshoot chapter 9.2 and follow that instruction to perform the server update offline).

e A maximum of 20 gram of filament for the bedleveling testprint.

3 Content

The content in this manual:

e Update server Chapter 4  (5-20 minutes)
e Update RPC/XML Chapter5 (5 minutes)

e Update firmware Chaptero  (5-15 minutes)

e Perform calibration Chapter7  (10-15 minutes)
e Bedleveling testprint Chapter7 (60 minutes)

e Update slice profiles Chapter8 (5 minutes)
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4 Update server

There are two options for updating the server. You can use the web interface (first part), or you can use the
Touchscreen (second part). If you have troubles with updating, go to the trouble shoot section (chapter 9) at
the bottom of this manual.

4.1

Web interface

Select the “Gear” icon and then “Check for Updates”.

0 FELIXprinters-Server 1.4.3 - Felix-Pro-L

% FELIX Pro L @ 2100% w10 %8P UserProfiles o« =

@ Global Settings

_T Print ‘-}' Control >__ Console Q Webcam Records

C Check for Updates

X Direct Print - 9

N Register

Group: Default h Q 9 Manual a=

L. Upload G-Code = 1 About FELIXprinters-Server 1.4.3 -

Select "Autoupdate to Latest version” (1.4.3)

0 FELIXprinters-Server 1.2.1 - Felix-Pro-L

A new update is available! - 1.4.1

c Autoupdate to Latest Version -‘, Download New Version

The printer will automatically update to the newest version.

The printer needs to download 60MB for this update. This should be done is seconds with
a fast network speed. This can take longer if you have a slow network speed. If it keeps
updating for too long for your network speed, go to the troubleshoot chapter 9.1 at the
bottom of this manual.

G FELIXprinters-Server 1.2.1 - Felix-Pro-L

< Update

A new update is available! - 1.4.1

-_‘.',' Updating ... .t Download New Version

Downloading and starting update. Display will reload when finished.
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4.2 Touchscreen
- Select “Settings” to go to the settings menu.
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- Select “Info” to show the current version of the server and the IP address.
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- Select "Auto update to Latest Version”.
- The printer will automatically update to the newest version.

The printer needs to download 60MB for this update. This should be done is seconds with

a fast network speed. This can take longer if you have a slow network speed. If it keeps

updating for too long for your network speed, go to the troubleshoot chapter 9.1 at the

bottom of this manual.

Home

O Info

FELIXprinters-Server
1.2.1
1.4.1

Autoupdate to Latest Version

s3s Network Interfaces

Installed Version:
Latest Version:

Update:

wlan0

http://192.168.1.224:3344
MAC: b8:27:eb:9b:6f:9d

- When the update is done, fill in a web browser the IP address shown above. This will show
you the web interface of the touchscreen.

C & 192.168.1.244:3344

FELIX Pro L XL

www.FELIXprinters.com


http://www.felixprinters.com/

FELIX

printers

Pro L XL series

How to perform the software update
9 November 2022

5 Update RPC/XML
5.1 RPC upload

- Select “Remove Printer”

# Dashboard

Make sure to make a backup

Frae Digk Space: 11.0 GB

© |

from your G-codes.

1 Deactivate

i)

Printer Settings

When you remove the printer e
all the G-codes are also e T T
removed Printing: No Drl'ﬂ,]:\h running

Gt Printe

Download Printer Sattings

o fe|®) ©

Replace Printer Settings

Remowve Printer

=}

- Select “+" and then “Upload Pinter Backup” to create a new printer configuration.

0 FELIXprinters-Server 1.4.3 - Felix-Pro-XL

@ Dashboard

Free Disk Space: 11.0 GB

6 Network

== Add new Printer = Upload Printer Configuration

&= Add new Printer

<= Upload Printer Backup

- Select “Select Backup” And choose the correct .rpc for your machine.

- After that select “Create printer”

Add New Printer from Backup

Printer Name

FELIX Pro XL

.‘,",,, R T T I 0221021 - FELIX Pro XL V1.00.rpc
() Overwrite Connection
Restore Options
[ Selectall

Restore Configuration (Size: 1.5 kB, File Count 4)

Close | Create Printer |

- Wait until the printer is showing a green status. >

| ] 20221021 - FELIX Pro L V1.00.rpc
| ] 20221021 - FELIX Pro XL V1.00.rpc

A Dashboard

100%

20°C
50%
io°c

o'c 0%
14:10:20%:10:22:10:39:10:24:10:264:10:264:10:24:10:28
Printing: No print job running

Go to Printer O

FELIX Pro L XL
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5.2 GPIO

/\ |Info: This step is very important for a good working power rescue system

- Gotoglobal settings to create the new GPIO pin for power rescue.

0 FELIXprinters-Server 1.4.3 - Felix-Pro-XL =
ﬁ DaSthard =&= User Profiles +
|I @ Global Settings
Free Disk Space: 11.0 GB
ko Check for Updates
20°C oo 9 Manual
J0°C 50%
. . i About FELIXprinters-Server 1.4.3
’ CM:W0:3014:11:004:11:3014:12:0@:12:304:13:0014:13:30 o c
Printing: No print job running #~ Troubleshooting
n Privacy Policy
Go to Printer O
Q) Shutdown Server
& Network CD Reboot Server >
- Select “GPIO Pins". Make sure the function is set to “Run G-Code on change” and fill in the
name “Powerloss”. Select “Create GPIO Operation” when everything is correct.
If there is already a GPIO pin created, delete this GPIO pin. Otherwise this will interfere
with the GPIO pin that we will create now.
all Connectivit .
B GPIO Pins
@ External Links
(3 Folders With these settings you can use your computers GPIO pins as input or output to control things like filament sensors, door sensors or lights
directly. Wrong usage of GPIO pins can destroy hardware so use only if you know what you do! Use on own risk.
E GuIl Name Function GPIO Pin State
N mart
= Network/Time Function
@ Preview Images Run G-Code on change v
. Name
Print Reports | Powerloss‘
@ Printing Costs
\? Push Messages
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- Make sure all the infill fields match with the image below. This is very important!
- Select “Save GPIO Action” when everything is entered correctly.

Run G-Code on change (Powerloss)

Description

GPIO Power Loss Detected

GPIO Pin

4

Printer Association

FELIX Pro XL A
Edge
Rising ~

Debounce time

5000 ms

G-Code

1 @warning Power loss! Make sure the printer has power again before resuming printing.
2 @pauseFullCooldown Power loss detected!
@triggerRescue

Insert $state in the g-code if you need the current input state!

Save GPIO Action X Cancel

To make it a little bit easier. Copy the below in the “G-code” tab.

@warning Power loss! Make sure the printer has power again before resuming printing.
@pauseFullCooldown Power loss detected!

@triggerRescue

- Select the "house” button to go back to the home menu.

0 FELIXprinters-Server 1.4.3 - Felix-Pro-XL

ﬂ Dashboard =&= User Profiles +
I @ Global Settings I

Check for Updates

Free Disk Space: 11.0 GB

FELIX Pro L XL www.FELIXprinters.com
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6 Upload firmware

6.1 Web interface
- Goto “printer settings”.

- Select “firmware upload”.

0 FELIXprinters-Server 1.0.3 - Felix-Pro-L

= Genersl

Printer Nama

Felix Pro L

Sy Printer Settings Felix Pro L

How to perform the software update
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# Dashboard

Free Disk Space: 11.0 GB

Printing: No Drl'ﬂ,]:\b running

Go to Printe

G, Falix Pro L o ]
- 1 @ Deactivate
c £ Printer Settings
1 H
1223 1324 15:25 1526

& Download Printer Settings

13 Replace Printer Settings

“ r -
_j Remowve Prinler

i= Genera * Toala [:I Printer Shape Q ‘Webcam &| G-Codes i Rescue

@ Deactivate

€ Cconnaction Information

[#] Frinter EEFROM

Printer Varic # Wizards

Fanes) L'_‘] Firmware Upload

- Make sure “Printer Board Type" is set to “Arduino DUE Programming Port”.

- Press “upload firmware image”.

¥ Flash Firmware

Printer Board Type Arduing DUE Programming Port

_| Verbose output

Qutput

X, Upload Firmware Image

FELIX Pro L XL
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- Choose the correct firmware binary Firmware for the XL and L differences

file. This depends on the printer you
have.

| ] 20221031 - Pro XL V1.00 - Pro 2 Style.bin
| ] 20221021 - Pro L V1.00 - Pro 2 Style bin
| ] 20221021 - Pro L V1.00 - Pro 3 Style.bin
| ] 20221021 - Pro XL V1.00 - Pro 3 Style.bin

- Wait until you see in the display the

The Pro 2 style head

e S §
The Pro 3 style head

firmware upload is finished.

Do not turn off the machine until the update is complete!l This can damage the

Mmainboard!

& Upload Firmwane Image

Output
Wrelte 251892 bytes to flash (984 pages)
[zeezzssassasenssssznnannannnnn ] 1e8% (984284 pages)

done in 59.982 seconds

Verlfy 251832 bytes of flash
[=
verify successful

done in 51.945 seconds

Set boot flash true

CPU reset.

Upload gereed

Verbinding met de printer wordt hersteld...
Elrmeare_tpload besindlod,

] 188% (9B4/984 pages)

6.2 Factory reset

- Select “Go to Printer”.

0 FELIXprinters-Server 1.4.3 - Felix-Pro-L

# Dashboard

10°C 50%

~ | |Ss FELIX ProL

1114 11115 11:16 1117 1118
Printing: No print job running

i Print ‘*’ Control | >__ Console

20°C 100% 0 FELIXprinters-Server 1.4.3 - Felix-Pro-L

g Webcam Q Records

Go to Printer © |@ X Direct Print ~

FELIX Pro L XL
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- Type in “@quickCommand Factory reset” and Select “Send”.

9 November 2022

T print *’Control >__ Console gWebcam QRecords

Commands ACK Pause Log  Filter M105

(on s o [EN

Sy FELIX ProL @ o

| @quickCommand Factory reset I 4 Send #Wizards~ >_Commands~

To make it a little bit easier. Copy the below in the infill box tab.

@quickCommand Factory reset

- Select “Factory Reset” to make sure all intern values are set to the factory settings.

£ Factory reset

Factory reset makes sure the printer is set back to the factory settings.
Keep in mind that all calibrations are lost!

Factory Reset

- Ifeverything has worked correctly you should get this information back from the console.

Commands ACK Pause Log  Filter M105

off off off m

Recv:10:34:49.202: Info:Autoleveling disabled
Recv:10:34:49.460: SelectExtruder:0

Recv:10:34:49.464: Info:Configuration reset to defaults.
Recv:10:34:50.230: Info:Configuration stored to EEFPROM.
Recv:10:34:50.238: Info:Autolevel matrix reset
Recv:10:34:50.242: Info:Resetting Z correction
Recv:10:34:51.041: X:0.00 ¥:0.00 Z2:0.000 E:0.0000

4 Send #Wizards~ >_Commands~

Ty

FELIX Pro L XL
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7 Levelling
/\| Info: Do all calibrations before starting a Dual head print! (Z and XY)

7.1 Build plate leveling

- Select “printer calibration”.
19.7°C 19.1°C 55 42.5°C -
10008 o W, e e o # Felix Pro L

2 & il $+ L

G-Codes USB Stick Change Filament Move Printers

Q S 5

Weboam Tirrulapads: Termp. Graph Printer Calibration Seltings

& Xk '

Tutoriala Advanoed Printer Crods. Shast dewn Restart LI

15.4°C 15.7°C 13.8°C g .
oc W, oo e o Z Wizards

Bed leveling

Calibrate Z

Calibrate XY

Fine Tune
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- Select "yes” to start the bed leveling.
16.0°C 16.3°C 13.8°C
L oc W, o e o0 [ FELIX Pro L
Do you want to start bed leveling?

A Tip: Leveling is only required after changing a bed, or when you physically rotated the cogs
ﬁ underneath the bed.

Home

)

- Make sure the Flexplate is placed on to the build plate and the build plate is empty.
Also make sure there is no filament inserted in the hot ends.
- Select “Continue”.

1630 g 163C 65 13EC [C]FELIX Pro L
Prepare for bed leveling

A Make sure the Flexplate is placed on the build plate and the build plate is empty. Also make
ﬁ sure there is no filament inserted the hotends. This ensures the best measurement results.

Home ]
Cancel Continue

)

FELIX Pro L XL www.FELIXprinters.com
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- Choose the desired temperature to level the build plate on.

165°C g 163C 555 138C - Bed leveling

1 0°C
Set bed leveling temperature

A Select the desired temperature to level the build plate. This temperature should match the
ﬁ temperature used for the material that you want to print.

PLA 55°C
PETG 65°C
ABS-X 85°C
? FLEX 40°C
Custom Temperature

Cancel

- The build plate will heat up to the temperature you choose.
The printer will wait 1 minute when it reaches the temperature and will start the
bedleveling.

16.6°C 16.6°C| ¢g5 13.8°C .
1 0%C 2 0°C e 55°C 'Bed |eve||ng

Bed leveling ...
0%,

The bed leveling is in progress and can not be stopped. Please wait for it to finish.

FELIX Pro L XL www.FELIXprinters.com
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- When you see this message, the bedleveling is done. Select “ok”.

190.1°C 190.1°C 30.1%C .
1 180°C 7 1900 ﬁr oC ren— Bed |EVE|II‘IQ

Calibration Succeeded

“ The bed is now leveled.

Home

7.2 Bed leveling test
- Start the "“Bedleveling test” shown below. You can also download it from the FELIXprinters
website. (1. Pro Series & 4. FELIX Pro L_XL = 4. Printables)

i T 1A
Em e B
]}!]I[] HHEFHE A i | |\|I iiiI\ L I3!‘!'"\‘u'ﬂ:“lﬂlﬂl‘;!‘.\i
I{I’I[ H 'II‘:.‘ | | it “-lgli lmi i \‘
i T T |
RIS SR

A SR A AR BART AR IER G AT AARRARRRI A S SRR e
- Check if the first layer is consistent is on the whole print. If not, repeat the steps mentioned
above.

FELIX Pro L XL www.FELIXprinters.com


http://www.felixprinters.com/

FELIX

printers

Pro L XL series

How to perform the software update
9 November 2022

8 U p | Oa d S | |Ce p rOfI | es Processes (double-click to edit)
. Name Type
8.1 Remove old profiles "
- Open Simplify3D.
- Select "Add".
¥ Add =5 Delete
“J* Edit Process Settings
- Select "Remove’. - Prepare to Print!

W FFF Settings

Process Name: |Pm cess]|

Select Profile: FELIX Pro L series 0,5mm V1.00 (modified) -

Auto-Configure for Material Auto-Configure for Print Quality

PLA - Q@ Normal - 0,2mm Ml+]
General Settings
Infill Percentage: .

Update Profile Save as New Remove

Auto-Configure Bxtruders

Left Extruder Only <
[ ] Indude Raft

30% Generate Support

- Select all old L/XL slice profiles you have installed.
- Select "OK" to confirm the removal

. Remove Profiles

Please select the profiles you would like to remove.

FELIX Pro Series L 0.5

FELIX Pro Series L 0.7
FELIX Pro Series XL 0.5
FELIX Pro Series XL 0.7
FELIX Pro Series XL 0.35
FELIX Tec Series

— s ' —rm

Select All Select None OK

Cancel

FELIX Pro L XL
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8.2 Import
Select “File” and “Import FFF profile”.
Select the slice profile for your machine.

|&| 20221020 - FELIX Pro L Series - 0.5 - V1.00.fff
&| 20221020 - FELIX Pro XL Series - 0.5 - V1.00.fff

Make sure you get this message form Simplify3D.

W Import Successful X

Iol The following profiles have been successfully
¥ imported and are now available from the profile

drop-down list:

FELIX Pro L series 0,5mm V1.00

8.3 Process
Create a new process.

How to perform the software update
9 November 2022

File

Edit View Mesh Repair Tools Add-Ins Ac
Ctrl+N
Ctrl+O
Ctrl+S
Ctrl+Shift+S
Recent Factory Files 4

New...

Open Factory File...
Save Factory File...
Save Factory File As...

Import FFF profile

Export FFF profile

Import Models Crl+1
Export Models 4
Recent Models 4

Preview G-Code File...

Exit

! Center and Arrange

Make sure to select the new imported printer profile and hit “OK”".

?

X

W FFF Settings
Process Name: Process4
Select Profile: FELIX Pro L series 0,5mm V1.00 @ I Update Profile Save as New
Auto-Configure for Material Auto-Configure for Print Quality Auto-Configure Extruders
PLA Q@ Normal - 0,2mm Q@ Left Extruder Only
General Settings
Infill Percentage: . 20% [ Include Raft
Extruder Layer Additions Infill Support Temperature Cooling G-Code Scripts Speeds Other
Extruder List H
(click item to edit settings) nght EXtrUder TOOlhead
Left Extruder Overview
Right Extruder Extruder Toolhead Index | Tool 1 -
Nozzle Diameter 0,50 = mm
Extrusion Multiplier
Extrusion Width () Auto (®) Manual mm
Ooze Control
Retraction Retraction Distance mm
Extra Restart Distance mm
Retraction Vertical Lift mm
Retraction Speed mmj/s
Add Extruder Coast at End Coasting Distance mm
Wi N <
e By Wipe Nozzle Wipe Distance mm
Hide Advanced Select Models

Remove

Generate Support

Advanced

Cancel

FELIX Pro L XL
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9 Troubleshoot

9.1 Auto update for server does not work.

- Download “putty” using the link below. Choose the version that suits your system.
https.//www.chiark.greenend.org.uk/~sgtatham/putty/latest.html

How to perform the software update
9 November 2022

- Open putty and fill in the IP address of the printer and Select “Open”.

Category:
— Session
. Logging
= Terminal
- Keyboard
Bell
- Features
= Window
Appearance
--Behaviour
- Translation
+ Selection
--Colours
= Connection
Data
- Proxy
+ SSH
- Serial
- Telnet
Rlogin
- SUPDUP

Abaout

E® puTTY Configuration

Help

?

Basic options for your PuTTY session
Specify the destination you want to connect to
Port

| 192.168.1.224 22

Connection type:

(®sSH () Serial () Other: Telnet

Load, save or delete a stored session

Saved Sessions

Default Settings Load
Pi
Save
Delete

Close window on exit:
(O Aways ()Never  (® Onlyon clean exit

X

- Login with “pi" and password “rasplberry”. No capital letters.
- When you enter the password, it does not show it. Type the password and press enter.

@ 192.168.1.224 - PuTTY
= n

FELIX Pro L XL

www.FELIXprinters.com


http://www.felixprinters.com/
https://www.chiark.greenend.org.uk/~sgtatham/putty/latest.html

FELIX

printers

Pro L XL series How to perform the software update
9 November 2022

- After you have logged in you will get the screen that you can see below. We are now going
to manually download and install the update.

glr,g pi@RepetierServer: ~ - O X

HIDE M

- Select the text below and click “ctrl+C" on your keyboard.

cd /tmp

sudo rm -r /usr/local/Felix

rm FelixServerPi.sh

wget http://downloadl.repetier.com/files/server/felix/FelixServerPi.sh
sudo bash /FelixServerPish

- Go back to Putty and click on your right mouse button to copy the text into Putty.
- And finally Select “Enter” on your keyboard. The update will download and install now.
Do not turn the printer off during this process!

&2 pi@Repetier-Server: /tmp - O X

When the screen to the left is shown,
the update is done.

finally type "sudo reboot" in putty
and select enter.

You can close putty now and go on
to chapter 5 update XML/RPC.

FELIX Pro L XL www.FELIXprinters.com
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9.2 No active LAN/WLAN connection on the printer
Some printers are not connected to the internet. Use the steps below to perform an offline
update for the server to version 1.4.3. For this way of updating, you need an empty USB.

9 November 2022

Go to the FELIXprinters website and download the “"Offline USB Server Updater (1.4.3)" in
the troubleshooting of the Pro L and XL. (1. Pro Series 2 4. Felix Prol_XL=> 3.
Troubleshooting) https//shop.felixprinters.com/downloads_felixprinters

In this file you find the 5 files shown right >

Find yourself a USB with at least 6OMB of free
space. Make sure to make a backup of the files
that on the USB stick you will lose them

otherwise.

Select the USB with right mouse button and

select “Format...".

Make sure to select
“FAT32" for the file
system.

Select “Start”.

| ] FelixUpdatePi.tgz

How To - Update the server offline.pdf

| README.txt
1] Repetier-Server-prod.deb
@ start.sh
7-Zip
Desktop Include in library >

Pin to Start

Format...

) Music

Eject

Cut
Copy

Create shortcut

Rename

SDHC SDHC (D)
g N

Properties

3,44 GB free of §.68 GB

Format SDHC (D:) X
Capacity:
3,68 GB v
_filesustem
FAT32 (Default) v
Allocation unit size
32 kilobytes ~
Restore device defaults
Volume label
Format options
Quick Format

When this is done, copy the 3 files shown below to the USB from the “Offline USB Updater”
map you downloaded earlier. Insert the USB into the USB port in the front of the printer.

@ start.sh

| ] Felixu pdatePi.tgz
| ] Re petier-Server-prod.deb

FELIX Pro L XL
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- Make sure you can connect to the printer by connecting it to a network or setting up an
access point. Follow the steps below to set up an access point.

- Select “Settings” on your touchscreen.

B8 g, %00 e, T B 0 # Felix Pro L

g il +

USB Stick Change Filament Printers

O C

Webcam Timelapse Temp. Graph Printer Calibration Settings

% o O

Tutorials Advanced Printer Cmds. Shutdown Restart Ul

- Select “Network”.

. 202.2°C 34.1°C  <¢5 55.1°C H
15:56 1 200°C 2 0°C =~ 55°C Qsettlngs

%O &L -
*
v

Info Network Language Screensaver Time & Format
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- Select *“More” to go to the access point section.

Access Point: FelixPrinter

n FelixRobotics
54 Mbit/s Channel: 11

FelixRobotics-Guest
54 Mbit/s Channel: 11

H369A35CEOA
54 Mbit/s Channel: 1

DIRECT-FiSCX-3400
54 Mbit/s Channel: 3

GPI_guest
54 Mbit/s Channel: 6

GPI office P

- 1. Select your region.

- 2.Selecta name.

- 3.Select a password. You need this password to connect to the printer trough Wi-Fi.
- 4 Select “Enable AP when not connected” or “Always enable AP”.

- Give the printer some time to set up the access point.

- Select “Home" to go back to the home screen.

= Network settings

General

Hostname
Repetier-Server

SSID Password Channel
FelixPrinter dekdedek 9

Mode
Enable AP when not connected

Ethernet

am® |pP V4 Automatic
am® |P V6 Automatic
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- Select “Settings” to go to the settings menu.

21.1°C 21.1°C g5 20.0°C
0°C 2 0°C - 0°C

Q'I]ﬁm

Change Filament

Webcam Timelapse Temp. Graph

Tutorials Advanced Printer Cmds.

How to perform the software update

# Felix ProL

+

Move

+++

Printer Calibration

O

Shutdown

9 November 2022

e

Printers
Settings

Restart Ul

- Select “Info” to show the current version of the server and the IP address.

202.2°C 34.1°C  <¢5 55.1°C
1 200°C 2 0°C =~ 55°C

~_A
Network Language

£ Settings

* ¥

*

Screensaver

Time & Format

FELIX Pro L XL

www.FELIXprinters.com


http://www.felixprinters.com/

FELIX

printers

Pro L XL series How to perform the software update
9 November 2022

- When you set up an access point the IP is always 10.10.10.1

14.1°C 14.4°C 55 14.7°C
1 0C 2 0°C - (°C O Info

FELIXprinters-Server

ﬁ Installed Version: 1.4.1

Latest Version: 1.4.1
Update: % You are already using the latest version.

a i2a Network Interfaces

Home

wlanO

http://10.10.10.1:3344
MAC: b8:27:eb:05:dc:ad

ius
)

- Open your network setting on your (77 Felixprinter
. No Internet, open
PC/laptop and connect to the access point
using the password you setup earlier. Properties

- Checkif the connection is good by filling in the IP address into a web browser of you
PC/laptop.

< C A Niet beveiligd | 10.10.10.1/#!/dashboard

- You should see the web interface of the printer.

% FELlX ProL @ 2100% 2 100% & 0% & 1:141°C 35 150°C =

_T Print *Comrol >__ Console QWebcam Records

X Direct Print

Group: Default v Q

No G-Codes stored in this Group
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- For the next step, download “putty” using the link below. Choose the version that suits your

system.
https://www.chiark.greenend.org.uk/~sgtatham/putty/latest.htm|

- Open putty and fill in the IP address of the printer and Select “Open”.

ﬁ PuTTY Configuration ? X
Category:
—Session Basic options for your PuTTY session
.-Logging . .
= Terminal Specify the destination you want to connect to
Host Name (or 1P address) ort
10.10.101 22
~Features :
= Window Connection type:
.- Appearance (®5SH () Serial ()Other. Telnet v
ehaviour
ranslation Load, save or delete a stored session
Selection .
. Colours Saved Sessions
—| Connection
Default Settings Load
Pi
Save
Delete

L. SUPDUP

Close window on exit:
(OAways  ()Never (@) Onlyon clean exit

About Help || Open Cancel

- Log in with “pi” and password “raspberry”. No capital letters.
- When you enter the password, it does not show it. Type the password and press enter.

& 192.168.1.224 - PuTTY - O hs
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- After you have logged in you will get the screen that you can see below. We are now going
to manually install the update.

glr,g pi@RepetierServer: ~ - O X

c HIDE MO

- Select the text below and click “ctrl+C” on your keyboard.

cd /media/flash
sudo bash /start.sh

- Go back to Putty and click on your right mouse button to copy the text into Putty.
- And finally Select “Enter” on your keyboard. The update will install now.
Do not turn the printer off during this process!

§ pi@Repetier-Server: /tmp - O X

When the screen to the left is shown,
the update is done.

finally type "sudo reboot" in putty
and select enter.

Remove the USB from the printer.

You can close putty now and go on
to chapter 5 update XML/RPC.
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If you are unable to continue or have any questions, you can check at the support section of our welbsite or
you can contact us directly:

Website: www..felixprinters.com/support

Email: support@felixprinters.com

Telephone:  +31(0)30 30 31387

Address: Zeemanlaan 15, 3401MV |Jsselstein, The Netherlands

Kind regards,
FELIXprinters
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